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Multi-Diameter Fittings
Connect 16MM-18MM 1/2” Polyethylene Tubing

SLC 18: Coupling

CT 18: Tee

CEP 18: End Plug

CSA 18: Swivel Adapter  
             Female Hose Thread

CEL 18: Elbow

Specifications:
• 0-80 PSI

• Accepts tubing O.D. of 0.620” to 0.710” (16mm-18mm)
• Made from UV resistant, high quality ABS material

• Reusable design – Tubing can be inserted & removed without 
       damaging the fitting 

 

Part Number Amount per Bag List Price
SLC 18 40 $0.897 each 
CEL 18 25 $1.65 each
CT 18 25 $2.16 each
CEP 18 25 $1.38 each
CSA 18 25 $1.76 each
CMAH 18 1 $0.97 each
CMAP 5 -18 25 $1.13 each
CMAP 75 -18 25 $1.14 each

CMAH 18: Male Hose Thread Adaptor

CMAP 75-18: 3/4 MIPT Male Adaptor CMAP 5-18: 1/2 MIPT Male Adaptor
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1/2” riser adapters

SAJ	 Adapter for Hydro-Flo™ (pg. 11), Dial-A-Flo™ (pg. 9), 	 black	 100/400	 1.5	 21DI
	 Agri-Flo™ (pg. 11), Micro-Flo™ jets (pg. 11)
	 (1/2” FIPT x 10-32 NFT)

SAT	 Adapter for A 220 and A 250 tubing (pg. 16) 	 black	 100/400	 1.1	 21DI
	 (1/2” FIPT x barb)

REA	 Adapter for 1/4” barbed drip emitter	 black	 100/400	 1.3	 21DI
	 (1/2” FIPT x emitter socket adapter)

ST 250	 Adapter for DURA-FLO™ JR (pg. 12) and 1/4” tubing (pg. 16)	 black	 100/300	 1..4	 21DI		
	 (1/2” FIPT x 1/4” barbed swivel tee)

SEL 250	 Adapter for DURA-FLO™ JR (pg. 12) and 1/4” tubing (pg. 16)	 black	 100/300	 1.4	 21DI
	 (1/2” FIPT x 1/4” barbed swivel elbow)

RSF 100	 1/2” riser swivel filter with 100 mesh stainless steel screen –	 black	 25/100	 3.2	 21DI
	 maximum flow 2 gpm (1/2” MIPT x 1/2” FIPT swivel)

RS 	 1/2” riser swivel (1/2” MIPT x 1/2” FIPT swivel)	 black	 25/100	 3.0	 21DI
	

RA 250	 Riser extension adapter	 black	 25/150	 2.6	 21DI
	 (1/2” FIPT x 1/2” MIPT x 1/4” barb)

RST 700	 1/2” riser swivel tee w/100 mesh filter (fits .680” to .704” OD	 black	 40/80	 6.3	 21DI
	 tubing such as A 700)
RST 710	 1/2” riser swivel tee w/100 mesh filter (fits .704” to .710” OD	 blue	 40/80	 6.3	 21DI
	 tubing such as A 710)

Products include filter

RSTW 600	 1/2” riser swivel tee (fits .610” to .640” OD tubing)	 green	 40/80	 5.9	 21DI
RSTW 700	 1/2” riser swivel tee (fits .680” to .704” OD tubing)	 black	 40/80	 6.1	 21DI
RSTW 710	 1/2” riser swivel tee (fits .704” to .710” OD tubing)	 blue	 40/80	 6.0	 21DI

Products include washer

RSEL 600	 1/2” riser swivel elbow w/100 mesh filter	 green	 50/100	 5.2	 21DI
	 (fits .610” to .640” OD tubing)
RSEL 700	 1/2” riser swivel elbow w/100 mesh filter	 black	 50/100	 5.0	 21DI
	 (fits .680” to .704” OD tubing)
RSEL 710	 1/2” riser swivel elbow w/100 mesh filter	 blue	 50/100	 5.0	 21DI
	 (fits .704” to .710” OD tubing)

Products include filter

RSELW 500	 1/2” riser swivel elbow (fits .455” to .480” OD tubing)	 red	 50/100	 4.8	 21DI
RSELW 600	 1/2” riser swivel elbow (fits .610” to .640” OD tubing)	 green	 50/100	 4.8	 21DI
RSELW 700	 1/2” riser swivel elbow (fits .680” to .704” OD tubing)	 black	 50/100	 4.8	 21DI
RSELW 710	 1/2” riser swivel elbow (fits .704” to .710” OD tubing)	 blue	 50/100	 4.8	 21DI

Products include washer

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass
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swing riser fittings

SBA 50	 1/2” male NPT x spiral barbed adapter 	 black	 50/500	 1.6	 21DI
SBA 75	 3/4” male NPT x spiral barbed adapter	 black	 50/500	 2.0	 21DI

(Use with Flexee or Super Flexee pipe.  See page 17.)

SBEL 50	 1/2” male NPT x spiral barbed elbow	 black	 50/500	 2.2	 21DI
SBEL 75	 3/4” male NPT x spiral barbed elbow	 black	 50/500	 2.6	 21DI

(Use with Flexee or Super Flexee pipe.  See page 17.)

SBC 50	 1/2” spiral barbed coupler	 black	 50/500	 1.4	 21DI

(Use with Flexee or Super Flexee pipe.  See page 17.)

S 5	 5” Plastic elbow stake with 1/4” barbed	 black	 100/1,500	 1.4	 21DI
	 side inlet and 10/32 NFT top outlet

S 6	 6” Plastic stake (fits A 185, A 220 and A 250 tubing)	 black	 100/3,000	 1.0	 21DI
	 2.9

S 7	 6” Plastic stake to hold down	 black	 50/700	 2.9	 21DI
	 0.620” to 0.710” OD tubing

S 12	 12” Plastic stake to hold	 black	 100/300	 6.2	 21DI
	 A 250/V 250 tubing

S 17	 17” Plastic stake to support 0.160” ID x 0.300” OD rigid risers	 black	 250/250	 9.4	 21DI
	

Z 2	 Snap-in adapter for S 17 stake 10-32 self tap x 1/4” barb)	 black	 100/1,000	 0.5	 21DI
	

S 4	 5”, 14 Gauge, galvanized wire stake	 silver	 100/2,500	 1.2	 21DI
S 8	 8”, 12 Gauge, galvanized wire stake	 silver	 100/2,000	 0.5	 21DI

S 14	 14”, 11 Gauge, galvanized wire stabilizer	 silver	 50/1,000	 5.0	 21DI
	 stake for rigid riser jet assemblies

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

SBC 50

Stakes

				B    ag Qty.	 Wt. per	P roduct
Part No.	D escription	C olor	B ox Qty.	 100(lbs.)	C lass

S5

S6

S12

S7

S17

Z2

S8

S14
S4
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stake assemblies

AUTOMATIC FLUSH VALVES

FVA 600	 Automatic flush valve - closes at 7 psi	 green	 25/500	 1.5	 21DI
	 (fits .610” to .630” OD tubing such as A 620)
FVA 700	 Automatic flush valve - closes at 7 psi	 black	 25/500	 1.4	 21DI
	 (fits .680” to .704” OD tubing such as A 700)
FVA 710	 Automatic flush valve - closes at 7 psi	 blue	 25/500	 1.4	 21DI
	 (fits .704” to .710” OD tubing such as A 710)

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

TA 24-1XY	 Jet assembly comprising 2 piece Hydro-Flo™ jet,	 specify	 N/A/200	 10.9	 21DI
	 24” vinyl tubing with connector, and S 12 stake
	 X=	F (for 360º). H (for 150º). Q (for 90º)
	 Y=	3 (black base). 4 (blue base). 5 (green base)
		  6 (red base). 7 (white base)

TA 24-2XY	 Jet assembly comprising 1 piece Hydro-Flo™ jet,	 specify	 N/A/200	 10.8	 21DI
	 24” vinyl tubing with connector, and S 12 stake
	 X=	F (for 360º). H (for 180º). Q (for 90º)
	 Y=	3 (black orifice). 4 (blue orifice). 5 (green orifice)
		  6 (green orifice). 7 (red orifice)

TA 24-3X	 Jet assembly comprising adjustable Hydro-Flo™ jet, 	 black	 N/A/200	 11.2	 21DI
	 24” vinyl tubing with connector, and S 12 stake
	 X=	F (for 360º). H (for 180º). Q (for 90º)

TA 24-4	 Assembly comprising 24” vinyl tubing, connector and	 black	 N/A/200	 10.7	 21DI
	 S12 stake (no jet)

TA 24-5	 Emitter assembly comprising Dial-A-Flo™ (DAFB 360), 	 black	 N/A/200	 11.2	 21DI
	 24” vinyl tubing with connector and S 12 stake

TA 24-6	 Jet assembly comprising adjustable Micro-Flo™ sprinkler 	 black	 N/A/200	 11.9	 21DI
	 (MFA), 24” vinyl tubing with connector, and S 12 stake

TA 24-7	 Assembly comprising 24” vinyl tubing with connector, 	 black	 N/A/200	 11.1	 21DI
	 with valve for flow adjustment, and S 12 stake

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

VALVES

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

MV 25	 1/4” Flow Controlling Valve (barb x barb)	 black	 100/500	 0.4	 21DI
	 (fits 0.160” - 0.170” ID tubing such as A 250)

MVT 25	 1/4” Flow Controlling Valve (thread x thread)	 black	 100/500	 0.4	 21DI
	 (fits 0.160” ID x 0.300” OD risers; use with A 250 tubing)

BV 75	 3/4” FHT x 3/4” MHT ball valve	 black	 25/150	 3.8	 21DI
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valves

YBV 75	 3/4” FHT x 3/4” MHT “Y” ball valve	 black	 25/100	 8.2	 21DI

FC	 1/2” flow controlling valve	 black	 25/200	 4.6	 21DI
	 (1/2” slip socket x 1/2” slip socket)

FC 500	 1/2” flow controlling valve (fits .455” to .480” OD tubing i.e. A 455)	 red	 25/200	 5.8	 21DI
FC 600	 1/2” flow controlling valve (fits .610” to .630” OD tubing i.e. A 620)	 green	 25/200	 5.6	 21DI
FC 700	 1/2” flow controlling valve (fits .680” to .704” OD tubing i.e. A 700)	 black	 25/200	 5.4	 21DI
FC 710	 1/2” flow controlling valve (fits .704” to .710” OD tubing i.e. A 710)	 blue	 25/200	 5.4	 21DI

Note: Not to be used as a shutoff valve.

FC 800	 3/4” flow controlling valve (fits .830” OD tubing)	 black	 25/125	 7.6	 21DI
FC 900	 3/4” flow controlling valve (fits .940” OD tubing i.e. A 940)	 grey	 25/125	 7.5	 21DI

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

AVRV 50	 1/2” Air/vacuum release valve (1/2” MIPT inlet)	 black	 25/100	 1.6	 21DI

AIR/VACUUM VALVE

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

Y STRAINERS

YS 75	 “Y” Filter, 3/4” MIPT, with 150 mesh polyester screen element 	 black	 1/50	 33.1	 21DI
	 (10 gpm capacity, 150 psi max. pressure)
YSS 75	 “Y” Filter, 3/4” MIPT, with 150 mesh stainless steel screen	 black	 1/50	 34.1	 21DI
	  element (10 gpm capacity, 150 psi max. pressure)

YSV 75	 “Y” Filter, 3/4” MIPT, with 150 mesh polyester screen element, 	black	 1/50	 35.6	 21DI
	 includes flush valve (10 gpm capacity, 150 psi max. pressure)
YSVS 75	 “Y” Filter, 3/4” MIPT, with 150 mesh stainless steel screen	 black	 1/50	 36.5	 21DI
	 element, includes flush valve (10 gpm capacity, 
	 150 psi max. pressure)

YS 100	 “Y” Filter, 1” MIPT, with 150 mesh polyester screen element	 black	 1/50	 36.6	 21DI
	 (10 gpm capacity, 150 psi max. pressure)
YSS 100	 “Y” Filter, 1” MIPT, with 150 mesh stainless steel screen	 black	 1/50	 36.8	 21DI
	  element (10 gpm capacity, 150 psi max. pressure)

YSV 100	 “Y” Filter, 1” MIPT, with 150 mesh polyester screen	 black	 1/50	 39.0	 21DI
	 element, includes flush valve (10 gpm capacity, 
	 150 psi max. pressure)
YSVS 100	 “Y” Filter, 1” MIPT, with 150 mesh stainless steel screen	 black	 1/50	 39.7	 21DI
	 element, includes flush valve (10 gpm capacity, 
	 150 psi max. pressure)

OR 136	 Replacement “O” Ring for YS filter housing	 black	 10/100	 .03	 21DI
OR 027	 Replacement “O” Ring for YS filter element	 black	 10/100	 .01	 21DI

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

OR

OR
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drip zone kit

			B   ag Qty./	 Wt. per 	L ist Price	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	 (EA)	C lass

pressure regulators

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

DZK 700/710	Drip Zone Kit		  1/10	 0.76	 32.90	 21D1
	 150 MESH Filter, 30 PSI Regulator, 1-8 GPM Flow 
	 Fits .680-710 OD Tubing Outlet 1” and 3/4” MIPT Inlet

PR 20	 20 psi, 3/4” FIPT pressure regulator (0.1 - 8 gpm flow range)	 black	 10/50	 31.0	 21DI
PR 30	 30 psi, 3/4” FIPT pressure regulator (0.1 - 8 gpm flow range)	 black	 10/50	 31.0	 21DI
PRM 30	 30 psi, 3/4” FIPT pressure regulator (2 - 20 gpm flow range)	 black	 10/50	 31.0	 21DI


PRP 10	 10 psi, pipe thread, pressure regulator	 red	 10/50	 15.3	 21DI
	 (3/4” FPT in x 3/4” MPT out, .2 to 10 gpm) 
PRP 15	 15 psi, pipe thread, pressure regulator 	 brown	 10/50	 15.3	 21DI
	 (3/4” FPT in x 3/4” MPT out, .2 to 10 gpm) 
PRP 20	 20 psi, pipe thread, pressure regulator	 black	 10/50	 15.3	 21DI
	 (3/4” FPT in x 3/4” MPT out, .2 to 10 gpm) 
PRP 25	 25 psi, pipe thread, pressure regulator	 green	 10/50	 15.3	 21DI
	 (3/4” FPT in x 3/4” MPT out, .2 to 10 gpm) 
PRP 30	 30 psi, pipe thread, pressure regulator	 grey	 10/50	 15.3	 21DI
	 (3/4” FPT in x 3/4” MPT out, .2 to 10 gpm) 

P
R

P
/P

R
H

Features	B enefits
•	All parts in one kit	������������������������������������	No need to purchase or source additional parts.
•	Easy installation	���������������������������������������	Saves time.
•	Fits 680-710 OD PE tubing	������������������������ 	One kit use for a wide range of PE tubing, saving the need to have 

additional products.
•	3/4” or 1” Inlet	���������������������������������������� 	Easily installed on 3/4” or 1” discharges.
•	150 mesh filter	����������������������������������������� 	Prevents debris entering drip system.
•	30 PSI regulator	���������������������������������������	Will operate a wide range of micro products.

Reducing 
Brush YS 75 

3/4" “Y” Filetr

PR30
30 PSI Pressure  

Regulator

CMAP 710 Compression adapter
Fits .704" to .710" OD Tubing

CMAP 700 Compression adapter
Fits .680" to .704" OD Tubing

3/4" THD
1" THD

1" MIPT x 3/4" Female

Flow Direction
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pressure regulators

PRP 40	 40 psi, pipe thread, pressure regulator	 blue	 10/50	 15.3	 21DI
	 (3/4” FPT in x 3/4” MPT out, .2 to 10 gpm) 

PRH 10	 10 psi, hose thread, pressure regulator	 red	 10/50	 15.3	 21DI
	 (3/4” FHT in x 3/4” MHT out, .2 to 10 gpm) 
PRH 15	 15 psi, hose thread, pressure regulator	 brown	 10/50	 15.3	 21DI
	 (3/4” FHT in x 3/4” MHT out, .2 to 10 gpm) 
PRH 20	 20 psi, hose thread, pressure regulator	 black	 10/50	 15.3	 21DI
	 (3/4” FHT in x 3/4” MHT out, .2 to 10 gpm) 
PRH 25	 25 psi, hose thread, pressure regulator	 green	 10/50	 15.3	 21DI
	 (3/4” FHT in x 3/4” MHT out, .2 to 10 gpm) 
PRH 30	 30 psi, hose thread, pressure regulator	 grey	 10/50	 15.3	 21DI
	 (3/4” FHT in x 3/4” MHT out, .2 to 10 gpm) 
PRH 40 	 40 psi, hose thread, pressure regulator	 blue	 10/50	 15.3	 21DI
	 (3/4” FHT in x 3/4” MHT out, .2 to 10 gpm) 

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

filters AND replacement screens

FIL 75	 3/4” MHT x 3/4” FHT inline plastic filter	 black	 10/50	 12.4	 21DI
	 with 120 mesh screen (maximum flow of 7 gpm)

FTEE 150	 3/4” Plastic tee filter with stainless steel 150 mesh	 black	 10/50	 10.0	 21DI
	 (3/4” hose swivel inlet x 3/4” MHT outlet)
	 (maximum flow of 10 gpm)

SSTF 150	 Stainless steel screen - 150 mesh	 black	 10/50	 1.8	 21DI
	 (replacement for FTEE 150 filter)

SP 150	 Polyester screen - 150 mesh (replacement	 black	 520	 3.7	 21DI
	 for YS 75, YSV 75, YS 100,YSV 100 filter)
SSS 150	 Stainless steel screen (replacement for YSS 75, 	 black	 5//20	 4.3	 21DI
	 YSVS 75, YSS 100 and YSVS 100 filter)

SP 120	 Polyester 120 mesh screen 	 black	 10/50	 1.6	 21DI
	 (replacement for FIL 75)

SW 75	 3/4” Filter washer	 green	 100/1,000	 0.5	 21DI
	 (30 mesh, stainless steel)

SW 50	 1/2” Filter washer	 black	 100/1,000	 0.4	 21DI
	 (100 mesh, stainless steel)

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

P
R

P
/P

R
H

HP 100	 Hole punch for 1/8” fittings.	 blue	 10/150	 3.8	 21DI
	 Insert Tool for BT 250, TT 250 fittings
HP 125	 Hole punch for PC PLUS™, Multi-Flo™, 	 green	 10/150	 3.8	 21DI
	 Aqua-Flo™, Dial-A-Flo™, Super-Flo™, Misti-Flo™ and 1/4”
	 fittings. Insert Tool for BT 250, TT 250 fittings
HP 240	 Hole punch for Mono-Flo™ emitters	 blue	 10/50	 4.1	 21DI

PPT	 Punch Pal™ Tool (Plastic Hole Punch including	 orange	 50/500	 0.7	 21DI
	 socket for inserting jets)

hole punches

			B   ag Qty./	 Wt. per 	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass
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EMITTER ACCESS BOXES

EB 6	 6” Emitter/bubbler access box	 black	 24/24	 57.7	 21DI
EBMD 6	 6” Emitter/bubbler access box with metal detection capability	 black	 24/24	 61.6	 21DI
EBDS 6	 6” Emitter/bubbler access box for desert landscaping	 tan	 24/24	 57.7	 21DI
EBRC 6	 6” Emitter/bubbler access box for reclaimed water	 purple	 N/A/24	 57.7	 21DI

			B   ag Qty./	 Wt. per	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

MC 250	 1/4” Mounting clamp (fits A 220 and A 250 tubing)	 black	 100/4,000	 0.2	 21DI
MC 500	 3/8” mounting clamp (fits A 455 tubing)	 black	 100/1,500	 0.4	 21DI
MC 710	 1/2” mounting clamp (fits A 620 and A 700 tubing)	 black	 100/1,000	 0.6	 21DI

BP 250	 Bug Plug for A 220 and A 250	 black	 100/5,000	 0.1	 21DI

W 75	 3/4” Vinyl washer	 black	 100/3,000	 0.2	 21DI

MTEE	 1/2” Tee for Turbo-Flo™ mister (TUR)	 white	 25/200	 4.8	 21DI
	  (1/2” slip x 1/2” slip x 1/8” FIPT)

CAP 75	 3/4” FHT cap with washer	 black	 100/1,500	 1.8	 21DI

SAH	 Adapter with washer (3/4” FHT x 1/4” barb)	 black	 100/500	 1.7	 21DI

PHA 75	 3/4” FHT swivel x 3/4” FPT swivel adapter	 black	 25/300	 4.2	 21DI

TNPH 	 3/4” Transition nipple (3/4” MHT x 3/4” MPT)	 black	 100/500	 2.8	 21DI

tubing accessories and miscellaneous

			B   ag Qty./	 Wt. per	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

OR 141	 Replacement “O” Ring for Power-Flo™ bubbler	 black	 10/100	 0.3	 21DI

ELI	 Replacement swivel elbow for MFBL, CFL and PF bubblers 	 black	 10/100	 0.2	 21DI

MVI	 Replacement swivel valve for MFBA bubbler	 black	 10/50	 0.5	 21DI

D 90	 Replacement diaphragm for Power-Flo™ bubbler	 black	 10/20	 0.8	 21DI

D 80 H	 Replacement diaphragm for Cuatro-Flo™ (CF) bubbler	 black	 10/20	 0.1	 21DI

spare parts

			B   ag Qty./	 Wt. per	P roduct
Part No.	D escription	C olor	B ox Qty.	 100 (lbs.)	C lass

TNPH

OR

ELI MVI

D 90

D 80

MAXI-FLO™  
Adjustable Bubblers

Swivel Valve 
(MVI)

MAXI-FLO™ Bubblers

Swivel Barb 
Outlet   (ELI)

PF Assembly

POWER-FLO™

“O” Ring    (OR141)

Compensating    (D90)
Diaphragm

Flow    
Controlling
Inserts

Base

Cap

Swivelbarb 
Outlet  (ELI)

(PFFC0)
(PFFC2) 
(PFFC6) 
(PFFC10) 
(PFFC20)
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Technical Information — Adjustable emitters

RADIUS
(feet)

DISCHARGE (gph)
VF90 VF180 VF360

	 1 ft	 —	 —	 4.0 gph
	 2 ft	 —	 6.5 gph	 5.7 gph
	 3 ft	 12.4 gph	 8.3 gph	 7.8 gph
	 4 ft	 14.5 gph	 10.2 gph	 10.5 gph
	 5 ft	 16.2 gph	 12.1 gph	 12.7 gph
	 6 ft	 18.6 gph	 14.5 gph	 14.8 gph
	 7 ft	 20.1 gph	 17.1 gph	 16.8 gph
	 8 ft	 23.0 gph	 21.8 gph	 18.0 gph
	 9 ft	 25.3 gph	 26.4 gph	 21.2 gph
	 10 ft	 27.6 gph	 —	 23.5 gph
	 11 ft	 29.3 gph	 —	 25.6 gph
	 12 ft	 —	 —	 27.6 gph

HYDRO-FLO™ JET (Adjustable)
Model VF90 / VF180 / VF360

RADIUS
(feet)

DISCHARGE
(gph)

	 1 ft	 —
	 2 ft	 —
	 3 ft	 4.7 gph
	 4 ft	 6.6 gph
	 5 ft	 8.2 gph
	 6 ft	 9.8 gph
	 7 ft	 11.3 gph
	 8 ft	 13.2 gph
	 9 ft	 14.8 gph
	 10 ft	 16.4 gph

MICRO-FLO™
MICRO-SPRINKLER

Model MFA

20 psi 30 psi 40 psi
POSITION

  Discharge     Radius   Discharge     Radius   Discharge     Radius

	 0	 0 gph	 0”	 0 gph	 0”	 0 gph	 0”
	 1	 3.8 gph	 0”	 5.0 gph	 0”	 5.8 gph	 0”
	 2	 6.3 gph	 0”	 8.2 gph	 0”	 9.5 gph	 0”
	 3	 9.5 gph	 0”	 12.4 gph	 0”	 14.3 gph	 1”
	 4	 10.6 gph	 0”	 13.6 gph	 1”	 16.0 gph	 2”
	 5	 11.4 gph	 1”	 14.8 gph	 1”	 17.1 gph	 3”
	 6	 12.1 gph	 1”	 15.6 gph	 2”	 18.1 gph	 3”
	 7	 13.0 gph	 1”	 16.5 gph	 2”	 19.0 gph	 4”
	 8	 13.5 gph	 1”	 17.1 gph	 3”	 20.0 gph	 4”
	 1+	 14.0 gph	 2”	 18.1 gph	 3”	 20.9 gph	 5”
	 2+	 14.3 gph	 2”	 18.7 gph	 4”	 21.6 gph	 5”

Model DAFB-BUB / DAFS-BUB / DAFU-BUB / DAFT-BUB

20 psi 30 psi 40 psi
POSITION

  Discharge     Radius   Discharge     Radius   Discharge     Radius

	 0	 0 gph	 0”	 0 gph	 0”	 0 gph	 0”
	 1	 1.8 gph	 4”	 2.3 gph	 6”	 2.7 gph	 9”
	 2	 2.4 gph	 7”	 3.1 gph	 10”	 3.5 gph	 13”
	 3	 3.0 gph	 9”	 3.9 gph	 13”	 4.6 gph	 18”
	 4	 3.7 gph	 11”	 4.8 gph	 16”	 5.6 gph	 24”
	 5	 4.4 gph	 13”	 5.7 gph	 19”	 6.7 gph	 30”
	 6	 5.0 gph	 15”	 6.5 gph	 24”	 7.6 gph	 35”
	 7	 5.6 gph	 18”	 7.2 gph	 27”	 8.4 gph	 40”
	 8	 6.2 gph	 21”	 8.1 gph	 30”	 9.1 gph	 44”
	 1+	 7.0 gph	 24”	 9.1 gph	 33”	 10.4 gph	 46”
	 2+	 7.9 gph	 26”	 10.3 gph	 36”	 11.7 gph	 48”

Model DAFB-180 / DAFS-180 / DAFU-180 / DAFS-135

20 psi 30 psi 40 psi
POSITION

  Discharge     Radius   Discharge     Radius   Discharge     Radius

	 0	 0 gph	 0”	 0 gph	 0”	 0 gph	 0”
	 1	 3.8 gph	 0”	 5.0 gph	 0”	 5.8 gph	 0”
	 2	 6.3 gph	 0”	 8.2 gph	 12”	 9.5 gph	 18”
	 3	 9.5 gph	 18”	 12.4 gph	 24”	 14.3 gph	 36”
	 4	 10.6 gph	 21”	 13.6 gph	 30”	 16.0 gph	 42”
	 5	 11.4 gph	 24”	 14.8 gph	 36”	 17.1 gph	 48”
	 6	 12.1 gph	 27”	 15.6 gph	 42”	 18.1 gph	 54”
	 7	 13.0 gph	 30”	 16.5 gph	 48”	 19.0 gph	 57”
	 8	 13.5 gph	 33”	 17.1 gph	 52”	 20.0 gph	 59”
	 1+	 14.0 gph	 35”	 18.1 gph	 54”	 20.9 gph	 61”
	 2+	 14.3 gph	 36”	 18.7 gph	 56”	 21.6 gph	 62”

Model DAFB-FAN / DAFS-FAN / DAFU-FAN

20 psi 30 psi 40 psi
POSITION

  Discharge     Radius   Discharge     Radius   Discharge     Radius

	 0	 0 gph	 0”	 0 gph	 0”	 0 gph	 0”
	 1	 1.8 gph	 0”	 2.3 gph	 0”	 2.7 gph	 0”
	 2	 2.4 gph	 0”	 3.1 gph	 0”	 3.5 gph	 2”
	 3	 3.0 gph	 0”	 3.9 gph	 2”	 4.6 gph	 3”
	 4	 3.7 gph	 2”	 4.8 gph	 3”	 5.6 gph	 4”
	 5	 4.4 gph	 3”	 5.7 gph	 4”	 6.7 gph	 5”
	 6	 5.0 gph	 4”	 6.5 gph	 6”	 7.6 gph	 8”
	 7	 5.6 gph	 5”	 7.2 gph	 7”	 8.4 gph	 10”
	 8	 6.2 gph	 6”	 8.1 gph	 9”	 9.1 gph	 12”
	 1+	 7.0 gph	 7”	 9.1 gph	 11”	 10.4 gph	 14”
	 2+	 7.9 gph	 9”	 10.3 gph	 12”	 11.7 gph	 16”

Model DAFB-360 / DAFT-360 / DAFS-360 / DAFU-360

PART NO. PATTERN

DAFB-360 / DAFT-360
DAFS-360 / DAFU-360

DAFB-180 / DAFT-180
DAFS-180 / DAFU-180

DAFB-FAN / DAFT-FAN
DAFS-FAN / DAFU-FAN

DAFS-135

DAFB-BUB / DAFT-BUB
DAFS-BUB / DAFU-BUB

DIAL-A-FLO™ 
EMITTERS

•
•

DIAL-A-FLO™ EMITTERS
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For Agrifim customer service, please send your fax to: 1-559-435-2922 or call 1-800-688-8108.

All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

Technical Information — drip emitters and bubblers

DISCHARGE RATES (GPH)

	 Model	 Part No.	 10 psi	 15 psi	 20 psi	 25 psi	 30 psi	 40 psi	 60 psi	 80 psi
	  MFBL 2			     2.2 gph	   2.3 gph	   2.4 gph	   2.5 gph	   2.6 gph	   2.6 gph 
	  MFBL 6			     5.7 gph	   6.3 gph	   6.9 gph	   7.7 gph	   9.1 gph	   9.5 gph 
	  MFBL 10			     9.0 gph	   9.7 gph	 10.4 gph	 11.6 gph	 14.1 gph	 15.3 gph 
	  MFBL 20			   16.4 gph	 17.7 gph	 19.0 gph	 22.1 gph	 26.7 gph	 28.2 gph 
	  MFBA			   16.4 gph(max)	 17.7 gph(max)	 19.0 gph(max)	 22.1 gph(max)

	 HPAM 4	 7.0 gph(max)	 10.0 gph(max)	 12.0 gph(max)	 13.0 gph(max)	 14.0 gph(max)	 16.0 gph(max)	 20.0 gph(max) 
	 HPAM 8	 7.0 gph(max)	 10.0 gph(max)	 12.0 gph(max)	 13.0 gph(max)	 14.0 gph(max)	 16.0 gph(max)	 20.0 gph(max)

	 CF 2 / CFL 2			     1.8 gph	   1.9 gph	   2.0 gph	   2.2 gph	   2.5 gph	   2.5 gph 
	 CF 6 / CFL 6			     5.7 gph	   6.9 gph	   7.0 gph	   7.8 gph	   8.9 gph	 10.0 gph 
	 CF 10 / CFL 10			     7.6 gph	   8.6 gph	   9.7 gph	 11.0 gph	 13.3 gph	 15.0 gph 
	 CF 20 / CFL 20			   13.7 gph	 15.0 gph	 16.5 gph	 18.8 gph	 22.2 gph	 25.3 gph
	 PF 2			     2.2 gph	   2.3 gph	   2.4 gph	   2.5 gph	   2.6 gph	   2.6 gph 
	 PF 6			     5.7 gph	   6.3 gph	   6.9 gph	   7.7 gph	   9.1 gph	   9.5 gph 
	 PF 10			     9.0 gph	   9.7 gph	 10.4 gph	 11.6 gph	 14.1 gph	 15.3 gph 
	 PF 20			   16.4 gph	 17.7 gph	 19.0 gph	 22.1 gph	 26.7 gph	 28.2 gph
	 APC 10	 1.10 gph	 1.15 gph	 1.20 gph	 1.22 gph	 1.22 gph	 1.23 gph		   
	 APC 20	 2.10 gph	 2.15 gph	 2.20 gph	 2.22 gph	 2.23 gph	 2.25 gph		  	

	 PCP 5	 0.55 gph	 0.57 gph	 0.59 gph	 0.59 gph	 0.61 gph	 0.62 gph		   
	 PCP 10	 1.10 gph	 1.13 gph	 1.14 gph	 1.17 gph	 1.20 gph	 1.21 gph		   
	 PCP 20	 1.95 gph	 2.01 gph	 2.06 gph	 2.12 gph	 2.17 gph	 2.22 gph			 

	 UF 5	 0.55 gph	 0.57 gph	 0.59 gph	 0.59 gph	 0.61 gph	 0.62 gph	   	  
	 UF 10	 1.10 gph	 1.13 gph	 1.14 gph	 1.17 gph	 1.20 gph	 1.21 gph		   
	 UF 20	 1.95 gph	 2.01 gph	 2.06 gph	 2.12 gph	 2.17 gph	 2.22 gph		
	 UFC 10	 1.10 gph	 1.15 gph	 1.20 gph	 1.22 gph	 1.22 gph	 1.23 gph		   
	 UFC 20	 2.10 gph	 2.15 gph	 2.20 gph	 2.22 gph	 2.23 gph	 2.25 gph		
	 TAE 10	 0.56 gph	 0.70 gph	 0.80 gph	 0.89 gph	 0.97 gph			    
	 TAE 20	 1.35 gph	 1.62 gph	 1.83 gph	 2.12 gph	 2.38 gph			    
	 TAE 40	 2.38 gph	 2.91 gph	 3.33 gph	 3.70 gph	 3.97 gph			 
	 DS 10			   1.0 gph	 1.1 gph	 1.2 gph	 1.2 gph	 1.4 gph	 1.2 gph 
	 DS 20			   1.7 gph	 1.9 gph	 2.0 gph	 2.2 gph	 2.5 gph	 2.1 gph 
	 DS 30			   3.0 gph	 3.3 gph	 3.6 gph	 3.8 gph	 3.6 gph	 3.0 gph
	 SFJR-XX-XX-XX	 0.39 gph	 0.47 gph	 0.56 gph	 0.63 gph	 0.69 gph			 
	
	 SFPC-XX-62XX-XX	 0.45 gph	 0.50 gph	 0.50 gph	 0.50 gph	 0.50 gph	 0.50 gph	 0.45 gph	  
	 SFPC-XX-64XX-XX	 0.75 gph	 0.90 gph	 0.90 gph	 0.90 gph	 0.90 gph	 0.85 gph	 0.80 gph	  
	 SFPC-XX-68XX-XX	 1.40 gph	 1.60 gph	 1.65 gph	 1.65 gph	 1.65 gph	 1.65 gph	 1.65 gph	  
	 SFPC-XX-72XX-XX	 0.50 gph	 0.55 gph	 0.55 gph	 0.55 gph	 0.55 gph	 0.55 gph	 0.50 gph	  
	 SFPC-XX-74XX-XX	 0.80 gph	 0.95 gph	 0.95 gph	 0.95 gph	 0.95 gph	 0.95 gph	 0.85 gph	  
	 SFPC-XX-78XX-XX	 1.50 gph	 1.75 gph	 1.80 gph	 1.80 gph	 1.80 gph	 1.80 gph	 1.80 gph	  
	 SFPC-XX-202XX-XX	 0.43 gph	 0.45 gph	 0.48 gph	 0.48 gph	 0.49 gph	 0.49 gph	 0.45 gph 
	 SFPC-XX-204XX-XX	 0.80 gph	 0.83 gph	 0.83 gph	 0.86 gph	 0.88 gph	 0.93 gph	 0.94 gph 
	 SFPC-XX-208XX-XX	 1.55 gph	 1.62 gph	 1.62 gph	 1.65 gph	 1.65 gph	 1.62 gph	 1.77 gph
	 SF-XX-62XX-XX	 0.36 gph	 0.40 gph	 0.51 gph	 0.60 gph	 0.68 gph	 0.78 gph		   
	 SF-XX-64XX-XX	 0.63 gph	 0.78 gph	 0.92 gph	 1.08 gph	 1.21 gph	 1.41 gph		   
	 SF-XX-68XX-XX	 1.26 gph	 1.58 gph	 1.79 gph	 2.00 gph	 2.20 gph	 2.54 gph		   
	 SF-XX-72XX-XX	 0.40 gph	 0.48 gph	 0.56 gph	 0.66 gph	 0.75 gph	 0.86 gph		   
	 SF-XX-74XX-XX	 0.71 gph	 0.86 gph	 1.01 gph	 1.19 gph	 1.35 gph	 1.56 gph		   
	 SF-XX-78XX-XX	 1.40 gph	 1.75 gph	 1.98 gph	 2.22 gph	 2.44 gph	 2.82 gph		
	 MIL 5	 0.51 gph	 0.63 gph	 0.73 gph	 0.81 gph 
	 MIL 10	 0.86 gph	 1.06 gph	 1.22 gph	 1.36 gph
	 ALT 6/12	 1.0 gph	 1.3 gph	 1.6 gph

	 MAXI-FLO™ 
	 bubbler

	 HYDROPORT™

	 CUATRO-FLO™ 
	 bubbler

	 POWER-FLO™ 
	 bubbler

	 *MONO-FLO™ 
	 emitter

	 PC PLUS™ 
	 emitter

	 UNI-FLO™ 
	 emitter

	 *UNI-FLO™  
	 CLASSIC emitter

	 SUPER-FLO™ 
	 emitter

	 DRIP STAR™

	 DURA-FLO™ JR 
	 mini dripperline

	

	 DURA-FLO™ PC 
	 dripperline

	 DURA-FLO™
	 dripperline

	 MINI-FLO™ 
	 emitter
		 Laser Drilled
	 Soaker Hose

FLUSHING CHARACTERISTICS 
OF COMPENSATING EMITTERS*

	 Nominal 
	 Flow 
	 1 gph 
	 2 gph

*includes MONO-FLO™, and  
UNI-FLO™ CLASSIC emitters

Recommended operating range

	 Peak Flush 
	 Flow 
	 1.6 gph 
	 3.0 gph

	 Peak Flush 
	 Pressure 
	 3 psi 
	 3 psi



For Agrifim customer service, please send your fax to: 1-559-435-2922 or call 1-800-688-8108.
36

All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

Technical Information — drip emitters

	 MODEL

	 LASER DRILLED 
	 soaker hose (1/4”)

	 NOMINAL 
	 FLOW RATE

	 1.0 gph 
	 1.0 gph

	 SPACING

	 6” 
	 12”

	 MAXIMUM RUN

	 12 ft 
	 20 ft	

SPACING BETWEEN EMITTERS (INCHES)

I.D. OF TUBING (INCHES)
	 .520”	 .600”	 .520”	 .600”	 .520”	 .600”	 .520”	 .600”	 .520”	 .600”	

	 18”	 24”	 36”	 48”	 60”

	 MODEL

	 PC 
	 PLUS™ 
	 emitter

	

		  20 psi	 350 ft	 440 ft	 415 ft	 535 ft	 530 ft	   680 ft	  640 ft	   820 ft	   740 ft	   970 ft 
	 0.5 gph	 30 psi	 460 ft	 590 ft	 550 ft	 710 ft	 700 ft	   900 ft	   850 ft	 1090 ft	 1000 ft	 1290 ft 
		  40 psi	 540 ft	 695 ft	 640 ft	 825 ft	 840 ft	 1080 ft	 1020 ft	 1310 ft	 1160 ft	 1500 ft

		  20 psi	 220 ft	 280 ft	 265 ft	 340 ft	 340 ft	   440 ft	   410 ft	   530 ft	   480 ft	   620 ft 
	 1.0 gph	 30 psi	 290 ft	 375 ft	 350 ft	 450 ft	 450 ft	   580 ft	   540 ft	   690 ft	   630 ft	   820 ft 
		  40 psi	 340 ft	 440 ft	 410 ft	 530 ft	 540 ft	   690 ft	   650 ft	   840 ft	   750 ft	   965 ft

		  20 psi	 160 ft	 200 ft	 190 ft	 240 ft	 240 ft	   305 ft	   300 ft	   370 ft	   350 ft	   435 ft 
	 2.0 gph	 30 psi	 210 ft	 265 ft	 255 ft	 320 ft	 325 ft	   405 ft	   390 ft	   490 ft	   460 ft	   575 ft 
		  40 psi	 250 ft	 310 ft	 300 ft	 370 ft	 380 ft	   475 ft	   460 ft	   575 ft	   540 ft	   675 ft 

	NOMINAL	
	 FLOW		
	 RATE

SPACING BETWEEN EMITTERS (INCHES)	 MODEL

	 MINI-FLO™ 
	 emitter	

	 NOMINAL 
	 FLOW RATE

	 INITIAL 
	 PRESSURE 	 12”	 18”	 24”	 30”	 36”

	 0.5 gph	 20 psi	 20 ft	 25 ft	 30 ft	   35 ft	   40 ft 
	 1.0 gph	 20 psi	 12 ft	 15 ft	 18 ft	   21 ft	   24 ft
	

Calculations are based on:
	 1. No elevation changes over length of run
	 2. Maximum allowable variation in discharge rate of ±7.5%.

	 INITIAL 
	PRESSURE

MAXIMUM RECOMMENDED LENGTH OF RUN (FEET)

	 MODEL

	DURA-FLO™ 
	 emitterline

	 DURA-FLO 
	 PC™ 
	 emitterline

NOMINAL 
FLOW RATE

INITIAL 
PRESSURE

SPACING BETWEEN EMITTERS (INCHES)
	 12”	 18”	 24”	 36”	 48”	 60”

	 0.5 gph	 20 psi 
	 1.0 gph	 20 psi 
	 2.0 gph	 20 psi

		  15 psi 
	 0.5 gph	 25 psi 
		  35 psi 
		  45 psi
		  15 psi 
	 1.0 gph	 25 psi 
		  35 psi 
		  45 psi
		  15 psi 
	 2.0 gph	 25 psi 
		  35 psi 
		  45 psi

	180’	 240’	 N/A
	130’	 180’	 N/A
	  95’	 120’	 N/A

	180’	 210’	 315’
	265’	 315’	 460’
	325’	 380’	 565’
	365’	 430’	 625’
	130’	 155’	 215’
	195’	 230’	 330’
	240’	 280’	 395’
	265’	 315’	 445’
	  85’	 100’	 150’
	125’	 150’	 215’
	150’	 180’	 265’
	170’	 200’	 295’

	250’	 340’	 N/A
	170’	 240’	 N/A
	125’	 150’	 N/A

	255’	 300’	 495’
	380’	 450’	 660’
	460’	 540’	 790’
	520’	 610’	 890’
	185’	 220’	 315’
	280’	 330’	 460’
	335’	 395’	 560’
	380’	 450’	 625’
	125’	 145’	 200’
	180’	 215’	 300’
	215’	 255’	 330’
	250’	 290’	 410’

	300’	 420’	 N/A
	210’	 300’	 N/A
	150’	 190’	 N/A

	325’	 380’	 560’
	485’	 570’	 825’
	580’	 685’	 990’
	660’	 775’	 1120’
	240’	 280’	 380’
	355’	 420’	 575’
	430’	 505’	 690’
	485’	 570’	 775’
	155’	 180’	 250’
	230’	 270’	 380’
	270’	 320’	 460’
	305’	 360’	 510’

	400’	   550’	 N/A
	270’	   390’	 N/A
	200’	   250’	 N/A

	455’	   525’	 780’
	675’	   780’	1160’
	810’	   940’	1400’
	920’	 1065’	1580’
	330’	   380’	 540’
	485’	   570’	 840’
	585’	   690’	 970’
	660’	   780’	1100’
	215’	   245’	 350’
	315’	   365’	 520’
	380’	   440’	 635’
	430’	   500’	 715’

	490’	 680’	 N/A
	340’	 480’	 N/A
	250’	 310’	 N/A

	  560’	   650’	 950’
	  850’	   975’	1420’
	1020’	1175’	1700’
	1150’	1330’	1930’
	  410’	   475’	 660’
	  615’	   715’	 970’
	  740’	   860’	1190’
	  835’	   975’	1335’
	  260’	   305’	 430’
	  400’	   455’	 640’
	  480’	   550’	 775’
	  540’	   625’	 875’

	570’	 790’	 N/A
	390’	 550’	 N/A
	285’	 360’	 N/A

	  655’	   760’	1090’
	  990’	1140’	1630’
	1190’	1375’	1950’
	1345’	1555’	2200’
	  480’	   555’	 755’
	  720’	   835’	1080’
	  865’	1005’	1360’
	  975’	1140’	1530’
	  300’	   355’	 495’
	  470’	   530’	 730’
	  560’	   645’	 890’
	  630’	   730’	1000’

TUBING SIZE
	.630” OD	 .710” OD	 .830” OD 	.630” OD	 .710” OD	 .830” OD 	.630” OD	 .710” OD	 .830” OD 	.630” OD	 .710” OD	 .830” OD 	.630” OD	 .710” OD	 .830” OD 	.630” OD	 .710” OD	 .830” OD

	.640” OD	 .700” OD	 .830” OD 	.640” OD	 .700” OD	 .830” OD 	.640” OD	 .700” OD	 .830” OD 	.640” OD	 .700” OD	 .830” OD 	.640” OD	 .700” OD	 .830” OD 	.640” OD	 .700” OD	 .830” OD

	 MODEL

	 DURA-FLO™ JR 
	 mini dripperline

	 NOMINAL 
	 FLOW RATE

	 0.5 gph 
	 0.5 gph

	 SPACING

	 6” 
	 12”

	 MAXIMUM RUN

	 19 ft 
	 33 ft



Technical Information — micro spray emitters

DISCHARGE RATES (GPH) / RADIUS (FEET)

	 Model	 Part No.	
	 4.8 gph	 5.0 ft	 5.5 gph	 6.0 ft	 6.2 gph	 7.0 ft	 6.8 gph	 8.0 ft 
	 8.8 gph	 7.0 ft	 10.4 gph	 8.0 ft	 11.7 gph	 8.0 ft	 12.9 gph	 9.0 ft 
	13.8 gph	 8.0 ft	 15.8 gph	 9.0 ft	 17.7 gph	 9.0 ft	 19.5 gph	 10.0 ft 
	20.0 gph	 8.0 ft	 23.3 gph	 9.0 ft	 26.3 gph	 10.0 ft	 28.9 gph	 11.0 ft 
	32.9 gph	 9.0 ft	 37.6 gph	 10.0 ft	 42.5 gph	 11.0 ft	 46.6 gph	 12.0 ft 
	 4.8 gph	 4.0 ft	 5.5 gph	 4.5 ft	 6.2 gph	 5.0 ft	 6.8 gph	 5.0 ft 
	 8.8 gph	 4.5 ft	 10.4 gph	 5.0 ft	 11.7 gph	 5.5 ft	 12.9 gph	 5.5 ft 
	13.8 gph	 5.0 ft	 15.8 gph	 5.5 ft	 17.7 gph	 6.0 ft	 19.5 gph	 6.0 ft 
	20.0 gph	 5.0 ft	 23.3 gph	 5.5 ft	 26.3 gph	 6.0 ft	 28.9 gph	 6.5 ft 
	 4.8 gph	 3.0 ft	 5.5 gph	 3.5 ft	 6.2 gph	 4.0 ft	 6.8 gph	 4.5 ft 
	 8.8 gph	 3.5 ft	 10.4 gph	 4.0 ft	 11.7 gph	 4.5 ft	 12.9 gph	 5.0 ft 
	13.8 gph	 4.0 ft	 15.8 gph	 4.5 ft	 17.7 gph	 5.0 ft	 19.5 gph	 5.5 ft 
	20.0 gph	 4.5 ft	 23.3 gph	 5.0 ft	 26.3 gph	 5.5 ft	 28.9 gph	 6.0 ft 
	 4.8 gph	 4.0 ft	 5.5 gph	 4.5 ft	 6.2 gph	 5.5 ft	 6.8 gph	 6.0 ft 
	 8.8 gph	 4.5 ft	 10.4 gph	 5.0 ft	 11.7 gph	 5.5 ft	 12.9 gph	 6.0 ft 
	13.8 gph	 4.5 ft	 15.8 gph	 5.5 ft	 17.7 gph	 6.0 ft	 19.5 gph	 6.5 ft 
	20.0 gph	 5.0 ft	 23.3 gph	 5.5 ft	 26.3 gph	 6.0 ft	 28.9 gph	 6.5 ft
	 5.7 gph	 5 ft	 6.5 gph	 6 ft	 7.3 gph	 7 ft	 8.0 gph	 8 ft 
	 9.7 gph	 7 ft	 11.0 gph	 8 ft	 12.3 gph	 9 ft	 13.5 gph	 10 ft 
	 13.9 gph	 8 ft	 15.8 gph	 9 ft	 17.7 gph 	 10 ft	 19.4 gph	 11 ft
	 5.7 gph	 3 ft	 6.5 gph	 3 ft	 7.3 gph	 3 ft	 8.0 gph	 4 ft	 9.7 gph	 4 ft	 10.2 gph 	 4 ft
	 6.6 gph	 6 ft	 7.7 gph	 7 ft	 8.6 gph	 8 ft	 9.4 gph	 8 ft 
	 8.6 gph	 7 ft	 10.0 gph	 8 ft	 11.3 gph	 9 ft	 12.4 gph	 9 ft 
	 13.6 gph	 8 ft	 16.0 gph	 9 ft	 17.9 gph	 10 ft	 19.7 gph	 10 ft
	 4.8 gph	 1.0 ft	 5.3 gph	 1.5 ft	 6.0 gph	 2.0 ft 
	 7.1 gph	 1.5 ft	 7.9 gph	 2.0 ft	 9.0 gph	 2.5 ft 
	 9.5 gph	 3.0 ft	 10.6 gph	 3.5 ft	 12.0 gph	 4.0 ft
	 7.1 gph	 1.5 ft	 7.9 gph	 2.0 ft	 9.0 gph	 2.5 ft 
	 9.5 gph	 2.5 ft	 10.6 gph	 3.0 ft	 12.0 gph	 3.5 ft 
	 14.3 gph	 3.5 ft	 15.9 gph	 4.0 ft	 18.0 gph	 4.5 ft
	 3.7 gph	 4.5 ft	 4.4 gph	 5.0 ft	 5.0 gph	 5.5 ft	 5.5 gph	 6.0 ft	 5.9 gph	 6.5 ft	 6.3 gph	 7.0 ft

	HYDRO-FLO™ 
	 jet

	 AGRI-FLO™ 
	 jet

	 AGRI-FLO™  
	 mister

	 MICRO-FLO™ 
	 micro-sprinkler

	 TRI-FLO™ 
	 spray stick

	 MISTI-FLO™  
	 mister

	 15 psi	 20 psi	 25 psi	 30 psi	 40 psi	 45 psi
	 Discharge    Radius	 Discharge    Radius	 Discharge    Radius	 Discharge    Radius	 Discharge    Radius	 Discharge    Radius

	 TFB 30 (black) 
	 TFB 40 (blue) 
	 TFB 50 (green) 
	 TFB 60 (red) 
	 TFB 70 (white) 
	 TF 336 (black) 
	 TF 436 (blue) 
	 TF 536 (green) 
	 TF 636 (red) 
	 TF 318 (black) 
	 TF 418 (blue) 
	 TF 518 (green) 
	 TF 618 (red) 
	 TF 39 (black) 
	 TF 49 (blue) 
	 TF 59 (green) 
	 TF 69 (red)
	 AF 3xx (black) 
	 AF 4xx (blue) 
	 AF 5xx (green)
	 AF3M (black)
	 MF 35 (orange) 
	 MF 40 (blue) 
	 MF 50 (green)
	 TFS 9 - low 
	 TFS 9 - medium 
	 TFS 9 - high
	 TFS 16 - low 
	 TFS 16 - medium 
	 TFS 16 - high
	 MFM 4

	 30 psi	 40 psi	 50 psi	 60 psi	 80 psi	 100 psi
	 1.0 gph	 1.2 gph	 1.4 gph	 1.6 gph 
	 1.3 gph	 1.5 gph	 1.7 gph	 1.9 gph
	 0.5 gph	 0.6 gph	 0.7 gph	 0.8 gph	 0.9 gph	 1.0 gph 
	 0.7 gph	 0.8 gph	 0.9 gph	 1.0 gph	 1.2 gph	 1.3 gph 
	 1.0 gph	 1.2 gph	 1.4 gph	 1.6 gph	 1.9 gph	 2.1 gph 
	 1.3 gph	 1.5 gph	 1.7 gph	 1.9 gph	 2.2 gph	 2.5 gph

TURBO-FLO™ 
mister

	 Model	 Part No.
	 TURB 10 /TURU 10 (tan) 
	 TURB 16 /TURU 16 (blue)
	 TUR 5 (white) 
	 TUR 7 (grey) 
	 TUR 10 (tan) 
	 TUR 16 (blue)

Cone 
Angle

70° 
70°
70° 
90° 
70° 
70°

	 Model	 Part No. 	 Pattern

AF x36

AF x18

AF x9

AF 3M

AGRI-FLOTM 
jet

	 AGRI-FLO™  
	 mister

	 Model	 Part No. 	 Pattern
TFS 9

TFS 16

MF 35/40/50

MFM 4

TRI-FLOTM 
spray stick

MICRO-FLOTM 
micro sprinkler
MISTI-FLOTM 

mister

	 Model	 Part No. 	 Pattern

TFC 360

TFC 300

TFC 180, TF 318 
TF 418, TF 518 

TF 618
TFC 90, TF 39 

TF 49 
TF 59 
TF 69

TF 336, TF 436, 
TF 536, TF 636

TFC 33

HYDRO-FLOTM 
jet

Recommended operating range
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All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

Technical Information — micro-spray emitters

tubing frictional losses

PART NUMBERFLOW
A455	 A620	 A700	 A710	 A940

	 0.5 gpm	 1.80	 0.37	 0.19	 0.16	 0.05
	 1.0 gpm	 6.6	 1.33	 0.68	 0.55	 0.15
	 1.5 gpm	 12.2	 2.45	 1.24	 1.01	 0.32
	 2.0 gpm		  4.80	 2.17	 1.78	 0.53
	 2.5 gpm		  6.18	 3.13	 2.56	 0.82
	 3.0 gpm		  10.31	 5.16	 4.23	 1.11
	 3.5 gpm			   6.85	 5.62	 1.52
	 4.0 gpm			   8.78	 7.20	 1.90
	 4.5 gpm			   10.32	 8.46	 2.42
	 5.0 gpm				    10.10	 2.88
	 6.0 gpm					     4.03
	 7.0 gpm					     5.37
	 8.0 gpm					     6.87
	 9.0 gpm					     8.53
	10.0 gpm					     10.37

POLYETHYLENE SUPPY TUBING 
Friction Loss (psi/100 feet)

PART NUMBERFLOW
	 A 185/V	 A 220/V	 A 250/V	

	 3 gph	 5.9	 1.7	 1.3
	 6 gph	 19.7	 5.8	 4.3
	 9 gph	 41.5	 12.2	 9.1
	 12 gph		  20.9	 15.6
	 15 gph		  31.7	 23.9
	 18 gph		  43.9	 33.0
	 21 gph			   44.3

POLYETHYLENE/VINYL MICRO-TUBING 
Friction Loss (psi/100 feet)

PART NUMBERFLOW 	 IPS 50	 IPS 75
	 0.5 gpm	 0.31	 0.07
	 1.0 gpm	 1.10	 0.23
	 1.5 gpm	 2.09	 0.45
	 2.0 gpm	 3.85	 0.75
	 2.5 gpm	 5.10	 1.15
	 3.0 gpm	 8.52	 1.55
	 3.5 gpm	 11.34	 2.14
	 4.0 gpm	 13.86	 2.66
	 5.0 gpm		  3.92
	 6.0 gpm		  5.65
	 7.0 gpm		  7.51
	 8.0 gpm		  9.62
	 9.0 gpm		  11.95
	 10.0 gpm		  14.52

IPS FLEX PVC HOSE 
Friction Loss (psi/100 feet)

PART NUMBERFLOW
SRP 100

	 0.5 gpm	 0.40
	 1.0 gpm	 1.47
	 1.5 gpm	 2.70
	 2.0 gpm	 5.28
	 2.5 gpm	 6.80
	 3.0 gpm	 11.35

“FLEXEE” SWING RISER PIPE 
Friction Loss (psi/100 feet)

MAXIMUM RECOMMENDED LENGTH OF RUN (FEET)

	 0.030”	 20 psi	 210 ft	 400 ft	 620 ft	 275 ft	 520 ft	 810 ft	 340 ft	 645 ft	 1000 ft	 385 ft	 730 ft	 1130 ft
	 0.040”	 20 psi	 140 ft	 265 ft	 415 ft	 185 ft	 350 ft	 545 ft	 225 ft	 425 ft	   660 ft	 250 ft	 475 ft	   735 ft
	 0.050”	 20 psi	 110 ft	 210 ft	 325 ft	 145 ft	 275 ft	 425 ft	 175 ft	 330 ft	   515 ft	 195 ft	 370 ft	   575 ft
	 0.060”	 20 psi	   85 ft	 160 ft	 250 ft	 110 ft	 210 ft	 330 ft	 135 ft	 255 ft	   400 ft	 150 ft	 290 ft	   450 ft

	 I.D. OF TUBING (INCHES)
		  INITIAL	 .600”	 .820”	 1.040”	 .600”	 .820”	 1.040”	 .600”	 .820”	 1.040”	 .600”	 .820”	 1.040”
	 ORIFICE	 PRESSURE	 AVERAGE SPACING BETWEEN JETS (FEET)
				    6’			   9’			   12’			   15’

AGRI-FLO™, HYDRO-FLO™ JETS, MICRO-FLO™ MICRO-SPRINKLER

TRI-FLO™ SPRAY STICK

		  Low	 20 psi	 75 ft	 140 ft	 115 ft	 220 ft	 150 ft	 285 ft	 180 ft	 340 ft	 210 ft	 400 ft
	 TFS 9	 Medium	 20 psi	 55 ft	 105 ft	   85 ft	 160 ft	 110 ft	 205 ft	 135 ft	 250 ft	 155 ft	 290 ft
		  High	 20 psi	 45 ft	   85 ft	   70 ft	 130 ft	   90 ft	 170 ft	 110 ft	 205 ft	 125 ft	 235 ft
		  Low	 20 psi	 55 ft	 105 ft	   85 ft	 160 ft	 110 ft	 205 ft	 135 ft	 250 ft	 155 ft	 290 ft
	 TFS 16	 Medium	 20 psi	 45 ft	   85 ft	   70 ft	 130 ft	   90 ft	 170 ft	 110 ft	 205 ft	 125 ft	 235 ft
		  High	 20 psi	 35 ft	   65 ft	   55 ft	 105 ft	   75 ft	 140 ft	   90 ft	 170 ft	 105 ft	 200 ft

						      I.D. OF TUBING (INCHES)
	 MODEL	 FLOW	 INITIAL	 .600”	 .820”	 .600”	 .820”	 .600”	 .820”	 .600”	 .820”	 .600”	 .820”
		  NODE	 PRESSURE		  AVERAGE SPACING BETWEEN SPRAY STICKS (INCHES)
				    12”	 24”	 36”	 48”	 60”

Calculations are based on:     1. No elevation changes over length of run;  2. Maximum allowable variation in discharge rate of ±7.5%.
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All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

Technical Information — application rates

The following formula should be used to calculate application rates.

231 x Emitter Flow Rates (gph)

Spacing Between Poly Laterals (inches) x Spacing Between Emission Device (inches)
	 A	 B

Application Rate (inches per hour) =

Example:
Emitter Flow Rate =	 1 gph
Spacing Between Emission Device =	18”
Spacing Between Poly Laterals =	 16”

Question:
What is the application rate?

Solution:
Application Rate =                    = .80”/hr

231 x 1
16 x 18

	 12”	 .80	 .74	 .69	 .64	 .60	 .57	 .53	 .51	 .48	 .44	 .40
	 18”	 .53	 .49	 .46	 .43	 .40	 .38	 .36	 .34	 .32	 .29	 .27
	 24”	 .40	 .37	 .34	 .32	 .30	 .28	 .26	 .25	 .24	 .22	 .20

1/2 gph
	 Emitter	 Spacing Between Poly Laterals
	 Spacing	 12”	 13”	 14”	 15”	 16”	 17”	 18”	 19”	 20”	 22”	 24”

	 12”	 3.20	 2.96	 2.75	 2.56	 2.40	 2.28	 2.12	 2.04	 1.92	 1.76	 1.60
	 18”	 2.14	 1.98	 1.84	 1.72	 1.60	 1.50	 1.42	 1.36	 1.28	 1.16	 1.06
	 24”	 1.60	 1.48	 1.38	 1.28	 1.20	 1.14	 1.06	 1.02	 .96	 .88	 .80

2 gph
	 Emitter	 Spacing Between Poly Laterals
	 Spacing	 12”	 13”	 14”	 15”	 16”	 17”	 18”	 19”	 20”	 22”	 24”

	 12”	 1.60	 1.48	 1.38	 1.28	 1.20	 1.14	 1.06	 1.02	 .96	 .88	 .80
	 18”	 1.07	 .99	 .92	 .86	 .80	 .75	 .71	 .68	 .64	 .58	 .53
	 24”	 .80	 .74	 .69	 .64	 .60	 .57	 .53	 .51	 .48	 .44	 .40

1 gph
	 Emitter	 Spacing Between Poly Laterals
	 Spacing	 12”	 13”	 14”	 15”	 16”	 17”	 18”	 19”	 20”	 22”	 24”

APPLICATION RATES (inches/hour)
Based on Nominal Flow Rates
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All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

Technical Information — conversion factors

To Convert From	 To	 Multiply by

AREA
acres	 sq feet	 43,560.
acres	 sq meters	 4,046.8
sq centimeters	 sq feet	 0.00108
sq centimeters	 sq inches	 0.1550
sq feet	 sq centimeters	 929.03
sq feet	 sq inches	 144.
sq feet	 sq meters	 0.0929
sq feet	 sq yards	 0.1111
sq inches	 sq centimeters	 6.4516
sq inches	 sq feet	 0.00694
sq inches	 sq meters	 0.000645
sq meters	 sq feet	 10.764
sq meters	 sq yards	 1.196
sq yards	 sq feet	 9.
sq yards	 sq meters	 0.8361

ENERGY AND POWER
foot pounds	 Btu	 0.001285
foot pounds	 joules	 1.3558
foot pounds	 kilogram-meters	 0.13826
ft.lb per min	 horsepower	 0.0000303
horsepower	 Btu per min	 42.41
horsepower	 ft.lb per min	 33,000.
horsepower	 ft.lb per sec	 550.
horsepower	 kilowatts	 0.7457

FLOW
cubic feet per min	 cubic meters per sec	 0.0004719
cubic feet per sec	 cubic meters per sec	 0.02832
cubic yards/min	 cubic meters per sec	 0.01274
gallons/minute	 cubic meters per sec	 0.0000631
gallons/minute	 cubic meters per hr	 0.22716

LENGTH
centimeters	 inches	 0.3937
centimeters	 yards	 0.01094
feet	 inches	 12.
feet	 meters	 0.30481
feet	 yards	 0.333
inches	 centimeters	 2.540
inches	 feet	 0.08333
inches	 meters	 0.02540
inches	 microns	 25,400.
inches	 millimeters	 25.400
inches	 yards	 0.2778
kilometers	 feet	 3.281
kilometers	 miles (nautical)	 0.5336
kilometers	 miles (statute)	 0.6214
kilometers	 yards	 1.094
meters	 feet	 3.2809
meters	 yards	 1.0936
miles (statute)	 feet 	 5.280
miles	 kilometers	 1.6093
miles (statute)	 meters	 1,609.34
miles (statute)	 yards	 1,760.
miles (nautical)	 kilometers	 1,852.
miles (nautical)	 meters	 1.8520
millimeters	 inches	 0.03937
rods	 meters	 5.0292
yards	 centimeters	 0.9144
yards	 feet	 3.
yards	 inches	 36.
yards	 meters	 0.9144

To Convert From	 To	 Multiply by

PRESSURE
kilograms/sq cm	 pounds per sq in	 14,223.
kilograms/sq mtr	 pounds per sq ft	 0.2048
kilograms/cu mtr	 pounds per cu ft	 0.0624
pounds per cu ft	 kilograms/cu meter	 16,019.
pounds per sq ft	 kilograms/sq meter	 4.8824
pounds per sq in	 kilograms/sq cm	 0.0703

VELOCITY
feet/minute	 meters per sec	 0.00508
feet/second	 meters per sec	 0.3048
inches/second	 meters per sec	 0.0254

Volume
cubic cms	 cubic inches	 0.06102
cubic feet	 cubic inches	 1,728.
cubic feet	 cubic meters	 0.0283
cubic feet	 cubic yards	 0.0370
cubic feet	 gallons	 7.481
cubic feet	 liters	 28.32
cubic feet	 quarts	 29.9222
cubic inches	 cubic centimeters	 16.39
cubic inches	 cubic feet	 0.0005787
cubic inches	 cubic meters	 0.00001639
cubic inches	 liters	 0.0164
cubic inches	 gallons	 0.004329
cubic inches	 quarts	 0.01732
cubic meters	 cubic feet	 35.31
cubic meters	 cubic inches	 61,023.
cubic meters	 cubic yards	 1.3087
cubic yards	 cubic feet	 27.
cubic yards	 cubic meters	 0.7641
gallons	 cubic feet	 0.1337
gallons	 cubic inches	 231.
gallons	 cubic meters	 0.003785
gallons	 liters	 3.785
gallons	 quarts	 4.
liters	 cubic feet	 0.03531
liters	 cubic inches	 61.017
liters	 gallons	 0.2642
liters	 pints	 2.1133
liters	 quarts	 1.057
liters	 cubic meters	 0.0010
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agrifim drip irrigation index

A 185	 16
A 185/100	 16     
A 185/1000	 16         
A 185V	 16 
A 185V/100	 16         
A 185V/1000	 16       
A 220	 16         
A 220/100	 16        
A 220/1000	 16         
A 220V 	 16        
A 220V/100	 16         
A 220V/1000	 16        
A 250	 16       
A 250/100	 16    
A 250/1000	 16   
A 250/50	 16     
A 250/500	 16    
A 250BR	 16   
A 250BR/100	 16   
A 250V	 16 
A 250V/100	 16  
A 250V/1000	 16   
A 250V/500	 16    
A 455	 17  
A 620	 17  
A 700	 17  
A 700/100	 17   
A 700BR	 17   
A 700BR/100	 17 
A 700GR/50	 3, 4, 7 
A 710	 17  
A 710/100 	 17  
A 940	 17
A 1200	 17  
AF 318	 11
AF 336 	 11
AF 39  	 11
AF 418 	 11
AF 436 	 11
AF 49  	 11
AF 518	 11 
AF 536	 11 
AF 59	 11  
ALT 12/100	 12  
ALT 12/3000 	 12   
ALT 6/100	 12    
ALT 6/3000	 12   
APC 10 	 9
AVRV 50	 25    
BB 250 	 18 
BP 250	 28  
BT 125	 18  
BT 250	 18  
BTMA 1750	 21
BTMA 1775	 21
BV 75 	 24 
C 17	 21
C 125	 18   
C 250	 18   
C 520	 18   
CA 250	 19  
CA 300	 19 
CA 580	 19 
CA 660	 19 
CA 700	 19 
CA 710	 19 
CA 800	 19 
CA 900	 19 
CAP 75	 28 
CC 500	 19 
CC 600	 19 
CC 700	 3, 5, 19 
CC 710	 19 
CC 800	 19 
CC 900	 19 
CEL 18	 25
CEL 500	 19   
CEL 600	 19   
CEL 700	 3, 4, 5, 19   
CEL 710	 19   
CEL 900	 19   

CEP 18	 25
CEP 600	 20   
CEP 700	 3, 5, 20   
CEP 710	 20   
CEP 800	 20   
CEP 900	 20   
CF 10  	 8
CF 2   	 8
CF 20  	 8
CF 6  	 8   
CFL 10  	 8 
CFL 2  	 8  
CFL 20  	 8 
CFL 6  	 8  
CMAH	 20   
CMAH 18	 25
CMAH 500	 20    
CMAH 600	 20    
CMAH 700	 20    
CMAH 710	 20    
CMAH 800	 20    
CMAH 900	 20    
CMAP 12	 10   
CMAP 5-18	 25
CMAP 75-18	 25
CMAP 500	 20    
CMAP 5-700 	 20 
CMAP 5-710 	 20 
CMAP 6	 18 
CMAP 600	 20    
CMAP 700	 20    
CMAP 710	 20    
CMAP 800	 20  
CMAP 900	 20    
CSA 18	 25
CSA 500	 21   
CSA 600	 21   
CSA 700	 5, 21   
CSA 710	 21   
CSA 800	 21   
CSA 900	 21   
CSAW 500	 21    
CSAW 600	 21    
CSAW 700 	 21   
CSAW 710	 21    
CSAW 800	 21    
CSAW 900	 21    
CSEL 500	 21        
CSEL 700	 3, 4, 21    
CSEL 710	 21    
CSELW 500	 21   
CSELW 600	 21   
CSELW 700	 21   
CSELW 710	 21   
CST 500	 21   
CST 600	 21   
CST 700	 3, 4, 5, 21   
CST 710	 21   
CST 900	 21   
CSTW 500	 21    
CSTW 600	 21    
CSTW 700	 21    
CSTW 710	 21    
CSTW 900	 21    
CT 18	 25
CT 500	 19 
CT 600	 19 
CT 700	 3, 4, 5, 19 
CT 710	 19 
CT 800	 19 
CT 900	 19 
D 80 H	 28
D 90	 28
DAFB 180	 9  
DAFB 360  	 9
DAFB BUB  	 9
DAFB FAN  	 9
DAFS 135  	 9
DAFS 180  	 9
DAFS 360  	 9  
DAFS BUB   	 9 

DAFS FAN  	 9  
DAFT 180  	 9  
DAFT 360  	 9  
DAFT BUB  	 9  
DAFT FAN  	 9  
DAFU 180   	 9 
DAFU 360   	 9 
DAFU BUB  	 9  
DAFU FAN   	 9 
DRIP BOX 1  	 4  
DS 10   	 8 
DS 20    	 8
DS 30  	 8
DZK 700/710	 26 
EB 6	 28 
EBDS 6 	 28
EBMD 6	 28 
EBRC 6	 28 
EL 17	 21
EL 250	 18 
EL 520	 18  
ELI	 28  
F 870	 20   
F 890	 20   
FC	 25  
FC 500	 25 
FC 600	 25 
FC 700	 25 
FC 710	 25 
FC 800	 25 
FC 900	 25 
FIL 75	 27 
FTEE 150	 3, 5, 7, 27  
FVA 600	 24 
FVA 700	 24 
FVA 710	 24 
GP 2	 18 
GP 2B	 18  
HP 100	 27 
HP 125	 27 
HP 240	 27 
HPAM 4 	 8
HPAM 8 	 8
HYP 250	 11 
HYP 500	 11 
HYPJ 250  	 11
HYPJ 500  	 11
IPS 50/100	 17  
IPS 50/3	 17  
IPS 50/4	 17  
IPS 75/100	 17  
IPS 75/3	 17  
IPS 75/4	 17  
LCA 700	 19 
LCA 710	 19 
MC 250	 28 
MC 500	 28 
MC 710	 28 
MF 35  	 11
MF 40  	 11
MFA  	 9
MFBA 	 9
MFBL 10	 8 
MFBL 2 	 8
MFBL 20 	 8
MFBL 6 	 8
MIL 10	 10
MIL 5	 10
MTEE	 28 
MV 25	 24  
MVI	 28  
MVT 25	 24 
OP 250 	 8
OR 027 	 25
OR 136 	 25
OR 141 	 28
PC 250 	 8
PCP 10 	 9
PCP 20 	 9
PCP 5  	 9
PF 10 	 8	

 PF 2 	 8
PF 20  	 8
PF 6 	 8 
PFFC 2	 8 
PFFC 6 	 8
PHA 75 	 8
POCBAG 	 4, 5
PPT  	 27
PR 20  	 25
PR 30  	 25
PRH 10 	 27
PRH 15 	 27
PRH 20 	 27
PRH 25 	 27
PRH 30 	 27
PRH 40 	 27
PRHHGR 30 	 3, 5, 7
PRM 30 	 26
PRP 10 	 26
PRP 15 	 26
PRP 20 	 26
PRP 25 	 26
PRP 30 	 26
PRP 40 	 27
PUPS 	 11
R 12 	 17
R 18 	 17
R 6  	 17
R 8 	 17 
RA 250 	 22
RABT 12 	 17
RABT 18 	 17
RABT 6 	 17
RABT 8 	 17
RAC 250 	 17
RATT 12 	 17
RATT 18 	 17
RATT 6	 17 
RATT 8 	 17
RB 1075 	 3, 5
RB 7550 	 3, 5	
RCC 5060  	 19
RCC 5070  	 19	
RCC 6070  	 19
RCC 6071  	 19	
RCC 7071  	 19	
RCC 7090  	 19
RCC 8090  	 19
REA	 22  
REL 50 	 3, 5
RS 	 22
RSEL 600  	 22
RSEL 700	 22  
RSEL 710 	 22 
RSELW 500	 22 
RSELW 600	 22 
RSELW 700	 22 
RSELW 710	 22 
RSF 100 	 22
RST 700 	 22
RST 710 	 22
RSTW 500 	 22 
RSTW 600 	 22 
RSTW 700	 22 
RSTW 710 	 22 
S 12 	 23
S 14 	 23
S 17 	 23
S 4 	 23 
S 5  	 23
S 6	 23  
S 7 	 23 
S 8 	 3, 4, 23 
S5R12	 18
S5R6 	 18
S5R8 	 18
SA 700	 19 
SAH 	 19  
SAJ  	 23 
SAT  	 22
SBA 50   	 23

SBA 75   	 23
SBC 50   	 23
SBEL 50  	 23 
SBEL 75  	 23 
SDR 1    	 5
SEL 250 	 22
SF-BL-6212-01	 13 
SF-BL-6212-10 	 12
SF-BL-6218-01 	 13
SF-BL-6218-10 	 12
SF-BL-6224-10	 12 
SF-BL-6412-01 	 13
SF-BL-6412-10 	 12
SF-BL-6418-01 	 13
SF-BL-6418-10 	 12
SF-BL-6424-01 	 13
SF-BL-6812-01	 14 
SF-BL-6812-10 	 12
SF-BL-6824-01 	 13
SF-BL-7212-01 	 13
SF-BL-7212-10 	 12
SF-BL-7218-01 	 13
SF-BL-7218-10 	 12
SF-BL-7224-01 	 13
SF-BL-7224-10 	 12
SF-BL-7236-10 	 12
SF-BL-7248-10 	 12
SF-BL-7412-01 	 13
SF-BL-7412-10 	 13
SF-BL-7418-01 	 13
SF-BL-7418-10 	 13
SF-BL-7424-01 	 13
SF-BL-7424-10  	 13
SF-BL-7436-10  	 13
SF-BL-7460-10  	 13
SF-BL-7812-01 	 13
SF-BL-7812-10  	 13
SF-BL-7824-01 	 13 
SF-BL-7824-10  	 13
SF-BL-7836-10 	 13 
SF-BL-7848-10  	 13
SFCV-BR-6212-01	 14
SFCV-BR-6212-025	14
SFCV-BR-6212-10	 14
SFCV-BR-6218-01	 14
SFCV-BR-6218-025	14
SFCV-BR-6218-10	 14
SFCV-BR-6224-01	 14
SFCV-BR-6224-025	14
SFCV-BR-6224-10	 14
SFCV-BR-6412-01	 14
SFCV-BR-6412-025	14
SFCV-BR-6412-10	 14
SFCV-BR-6418-01	 14
SFCV-BR-6418-025	14
SFCV-BR-6418-10	 14
SFCV-BR-6424-01	 14
SFCV-BR-6424-025	14
SFCV-BR-6424-10	 14
SFCV-BR-7212-01	 14
SFCV-BR-7212-025	14
SFCV-BR-7212-10	 14
SFCV-BR-7218-01	 14
SFCV-BR-7218-025	14
SFCV-BR-7218-10	 14
SFCV-BR-7224-01	 14
SFCV-BR-7224-025	14
SFCV-BR-7224-10	 14
SFCV-BR-7412-01	 14
SFCV-BR-7412-025	14
SFCV-BR-7412-10	 14
SFCV-BR-7418-01	 14
SFCV-BR-7418-025	14
SFCV-BR-7418-10	 14
SFCV-BR-7424-01	 14
SFCV-BR-7424-025	14
SFCV-BR-7424-10 	 14 
SF-GR-7412-01 	 3, 4 
SFJR-BL-06-01  	 12
SFJR-BL-06-10   	 12
SFJR-BL-12-01  	 12 

SFJR-BL-12-10   	 12
SFJR-BR-06-01  	 12 
SFJR-BR-06-10   	 12
SFJR-BR-12-01  	 12 
SFPC-BL-20212-05	16 
SFPC-BL-20218-05 16
SFPC-BL-20224-05 16
SFPC-BL-20236-05 16
SFPC-BL-20248-05 16
SFPC-BL-20412-05	16 
SFPC-BL-20418-05	16 
SFPC-BL-20424-05 16
SFPC-BL-20436-05 16
SFPC-BL-20448-05 16 
SFPC-BL-20812-05 16 
SFPC-BL-20818-05 16 
SFPC-BL-20824-05 16
SFPC-BL-20836-05 16 
SFPC-BL-20848-05 16 
SFPC-BL-6212-01	 13  
SFPC-BL-6212-05	 13  
SFPC-BL-6218-05 	 13 
SFPC-BL-6236-05	 13  
SFPC-BL-6412-01 	 13 
SFPC-BL-6412-05	 13  
SFPC-BL-6418-01	 13  
SFPC-BL-6418-05	 13  
SFPC-BL-6424-01	 13  
SFPC-BL-6424-05	 14  
SFPC-BL-6448-05	 14  
SFPC-BL-6812-01	 13  
SFPC-BL-6812-05	 14	
SFPC-BL-6818-01	 13  
SFPC-BL-6824-05	 14  
SFPC-BL-6848-05	 14  
SFPC-BL-7212-01	 14  
SFPC-BL-7212-05	 14  
SFPC-BL-7218-01	 14  
SFPC-BL-7218-05 	 14 
SFPC-BL-7218-05	 14  
SFPC-BL-7224-05	 14  
SFPC-BL-7248-05	 14  
SFPC-BL-7412-01	 15  
SFPC-BL-7412-05 	 14 
SFPC-BL-7418-01 	 15  
SFPC-BL-7418-05	 14  
SFPC-BL-7424-01 	 15  
SFPC-BL-7424-05 	 14  
SFPC-BL-7436-05  	14 
SFPC-BL-7448-05 	 14  
SFPC-BL-7460-05 	 14  
SFPC-BL-7812-01 	 15  
SFPC-BL-7812-05 	 14
SFPC-BL-7818-01 	 15  
SFPC-BL-7818-05 	 14  
SFPC-BL-7824-05 	 14  
SFPC-BL-7836-05 	 14  
SFPC-BL-7860-05 	 14  
SFPC-BR-6212-01 	15  
SFPC-BR-6212-05 	15  
SFPC-BR-6224-05 	15
SFPC-BR-6412-01 	15  
SFPC-BR-6412-05  	15 
SFPC-BR-6418-01 	15  
SFPC-BR-6418-05 	15  
SFPC-BR-6424-01  	15 
SFPC-BR-6424-05 	15  
SFPC-BR-6812-01 	15  
SFPC-BR-7212-01 	15  
SFPC-BR-7212-05 	15  
SFPC-BR-7218-01 	14  
SFPC-BR-7218-05 	15  
SFPC-BR-7224-05  	14 
SFPC-BR-7412-01 	15  
SFPC-BR-7412-05   	15
SFPC-BR-7418-01   	15
SFPC-BR-7418-05 	15  
SFPC-BR-7424-01 	14  
SFPC-BR-7424-05  	15 
SFPC-BR-7812-05 	15  
SFPC-BR-7818-01 	15  

SFPC-BR-7818-05 	15  
SFPC-BR-7824-01 	15  
SFPC-BR-7824-05 	15  
SLC 18 	 25
SP 120 	 27
SP 150 	 27
SRP/10 	 17
SRP/100SH	 17 
SRP FLEX/100SH	 17
SSS 150 	 27
SSTF 150  	 27
ST 250	 22 
SW 50 	 27 
SW 75 	 27 
T 17	 21
T 250 	 18 
T 520	 18  
TA 24-4	 24 
TA 24-5 	 24
TA 24-6	 24 
TA 24-7 	 24
TA 24-1x4	 24
TA 24-2x4	 24
TA 24-3x4	 24
TAE 10 	 10
TAE 20 	 10
TAE 40	 10 
TEC  	 20
TF 318 	 11
TF 336  	 11
TF 39   	 11
TF 418  	 11
TF 436  	 11
TF 49   	 11
TF 518 	 11 
TF 536 	 11 
TF 59   	 11
TF 618  	 11
TF 636  	 11
TF 69   	 11
TFB 30  	 11
TFB 40  	 11
TFB 50  	 11
TFB 60  	 11
TFB 70  	 11
TFC 180  	 11
TFC 300 	 11 
TFC 33  	 11
TFC 360  	 11
TFC 90  	 11
TFS 16  	 11
TFS 9   	 11
TNPH  	 28
TT 250  	 18
TUR 10  	 10 
TUR 16   	 10
TURB 10  	 10 
TURB 16   	 10
TURU 10   	 10
TURU 16   	 10
UF 10    	 10
UF 20    	 10
UF 5   	 10
UFC 10  	 10 
UFC 20   	 10
VF    	 9
VF 180    	 9
VF 360    	 9 
VF 90     	 9 
W 75 	 25
YBV 75 	 25
YS 100	 25 
YS 75	 25  
YSS 100 	 25
YSS 75 	 25
YSV 100 	 25	
YSV 75	 25	
YSVS 100  	 25
YSVS 75 	 25
Z 2  	 23

Part No.�P age Part No.�P age Part No.�P age Part No.�P age Part No.�P age Part No.�P age Part No.�P age



For Agrifim customer service, please send your fax to: 1-559-435-2922 or call 1-800-688-8108.
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All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

NOTES



43
For Agrifim customer service, please send your fax to: 1-559-435-2922 or call 1-800-688-8108.

All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

NOTES



For Agrifim customer service, please send your fax to: 1-559-435-2922 or call 1-800-688-8108.
44

All dimensions are nominal. All weights are for shipping purposes only. Availability is subject to change.

NOTES



ndspro.com
From installation details to online catalogs to educational materials;

ndspro.com is your one source for all information needed 
in order to use and specify NDS products.



AGRC 08-01

•	Catch Basins & Grates
•	 Channel Drains
•	 �Flo-Well® Stormwater	
Leaching Systems

•	 Sewer & Drain Fittings
•	 �Backwater & Diverter Valves

•	 Flexible Couplings
•	 Flexible Saddles 
•	Agrifim Drip Irrigation
•	Grass Pavers
•	Root Barriers
•	Valve & Meter Boxes

•	 Equipment Pads
•	 Flo Control Transition Fittings
•	 Flo Control Check Valves
•	 Flo Control Ball Valves
•	 Flo Control Repair Couplings
•	 Flo Control Saddles

The White House
Los Angeles Country Club
Pebble Beach
Cypress Point
Spyglass Hill
PGA West Stadium Golf Course
Princeville Golf Course
Ritz Carlton
Santa Barbara Zoo
Sheraton Hotels

Sherwood Country Club
Soldier Field
Del Webb & Sun City Country Clubs
Westin Hotels
Riviera Country Club
Buchart Gardens
Disney World
Disneyland
Florida University
Harbortown Golf Links

Hyatt Grand Champions
La Quinta Resort
Marriott Hotels
MGM Grand Hotel & Theme Park
Mirage Hotel
Jack La Lane Athletic Clubs
Olympic Training Center

Address/Telephone
P.O. Box 339 • 851 N. Harvard Avenue
Lindsay, CA 93247
Phone: 800-726-1994
Fax: 800-726-1998
International Phone: 559-562-9888
International Fax: 559-562-4488
e-mail: nds@ndspro.com

Regional Warehouses:
• Lindsay, CA
• Fresno, CA
• Mineola, TX
• Powder Springs, GA
• Philadelphia, PA
• Puerto Rico, PR

partial client list

www.ndspro.com

FOR TECHNICAL INFORMATION, CONTACT:

Technical Services
(888) 825-4716

TechService@NDSPRO.com

Terms and Conditions of Sale
Terms: Standard terms are 2% NET 10 days. A 1 1/2% per month (18% per annum) service 
charge will be added to all past due accounts. All invoices are to be paid in US Currency. Title and 
risk of loss pass to buyer upon shipment.
Freight Allowance: Freight prepaid on orders of $1000.00 NET or more. Freight prepaid on 
orders containing only equipment pads of $1500.00 NET or more. Freight prepaid on flexible 
couplings only orders of 126 pieces or more. Prepaid freight levels are based on shipments to one 
location only. It is the responsibility of the customer to determine if his purchase order meets the 
minimum freight allowance required. NDS reserves the right to select the carrier and point of ship-
ment.
Canadian Orders: Freight prepaid on orders of $2,000.00 (US$) NET or more. Custom 
DuraCast only orders freight prepaid on orders of $8,000.00 (US$) NET or more.
Minimum Order: Minimum invoice amount is $100.00 net.
Order Acceptance: We reserve the right to accept or reject any order. Possession of a price list 
shall not be construed as an offer to sell the products listed.
Credit: All orders are subject to credit approval. Shipments will be held on accounts with unsatisfac-
tory payment status.
Current Prices: Products are sold at prices in effect at time order is placed. Prices are subject to 
change without prior notice.
Shortage Claims: Claims for shortages must be made within three (3) business days of receipt 
of goods.
Returned Merchandise: Authorization must be obtained from the factory before any products 
can be returned. We reserve the right to impose a twenty-five percent (25%) restocking charge. All 
returned goods must be returned freight prepaid and must be of current design and in resalable 
conditions.
Product Design: We reserve the right to make changes in design or improvements without assum-
ing liability to change products previously sold.
Limited Warranty: Products manufactured by Agrifim are warranted to be free from defects in 
material and workmanship for a period of one year from date of delivery.
This warranty is expressly conditioned upon the proper installation and application of the product as 
recommended by Agrifim.

Within the period of this warranty, Agrifim is obliged to repair or replace part or all of product, 
or refund a part or all of the original purchase price, if any part proves defective in material or 
workmanship. The option to repair, replace or pay a refund shall be at the sole discretion of Agrifim. 
Misuse, neglect, modification or unauthorized repair shall completely void this warranty.
This warranty constitutes the exclusive warranty made by Agrifim for its products and is expressly 
in lieu of all other warranties, express or implied, including any warranty of “merchantability” or 
“fitness for purpose”.
Agrifim shall not be liable or responsible for incidental or consequential damages of any nature. 
Agrifim’s sole liability and responsibility shall be for the repair and replacement of defective parts or 
refund of part or all of the original price therefore pursuant to this warrant.
This warranty is not deemed a consumer warranty and does not extend to anyone other than those 
who purchase products from Agrifim for resale.
This warranty is effective only if notice of any claim is delivered to our company within 30 days after 
discovery of any defect. We neither assume nor authorize any representative or other person to as-
sume for us any liability in connection with the sale or any shipment of our products.

2855 South East Avenue • Fresno, CA 93725
Phone: (559) 431-2003
Fax: (559) 435-2922

Order Desk: (800) 688-8108
Visit our website at www.agrifimusa.com


